
239
(9.41)

(Three-Dimensional Distance)

Symbol Name Hole dia.

mm (in.)

A, a

B, b

C, c

D, d

E, e

F, f

G, g

Front fender installation nut

Front spring support hole-inner

Hood hinge installation nut

Cowl panel installation nut

Front side member standard hole

Front side member standard hole

Radiator upper support installation nut

M6 (0.24)

ø12.5 (0.492)

M8 (0.31)

M6 (0.24)

ø18 (0.71)

ø18 (0.71)

M6 (0.24)

H, h

I

J, j

K, k

L, l

M, m

N, n

—

Radiator support standard hole

Hood lock support installation nut

Front fender bracket installation nut

Radiator upper support installation nut

Front fender installation nut

Front fender installation nut

Front bumper reinforcement installation nut

—

ø10 (0.39)

M6 (0.24)

M6 (0.24)

M6 (0.24)

M6 (0.24)

M6 (0.24)

M10 (0.39)

—

A, a C, c K, k

706 794 639
(27.80) (31.26) (25.16)

Height from Imaginary Standard Line

HINT: For symbols, capital letters indicate right side of vehicle, small
letters indicate left side of vehicle (seen from rear).

A-M B-c G-n L-m
or or B-f D-E D-e or L-l or M-m

a-m b-C g-N l-M

475 1,345 1,078 869 1,060 989 1,536 1,562 1,552
(18.70) (52.95) (42.44) (34.21) (41.73) (38.94) (60.47) (61.50) (61.10)

Vehicle Dimensions

706
(27.80)

1,532
(60.31)

1,657
(65.24)

588
(23.15)

1,520
(59.84)996

(39.21)

1,467
(57.76)

1,582
(62.28)

341
(13.43)

349
(13.74)

1,513
(59.57)

1,502
(59.13)

911
(35.87)

453
(17.83)

913
(35.94)

656
(25.83)

451
(17.76)

355
(13.98)

581
(23.15)

319
(12.56)

439
(17.28)

1,115
(43.90)

753
(29.65)

753
(29.65)

1,075
(42.32)

826
(32.52)

454
(17.87)

1,068
(42.05)

865
(34.06)

850
(33.46)

832
(32.76)

1,037
(40.83)

1,379
(54.29) 237

(9.33)
788

(31.02)

BODY DIMENSIONSDI-6

ENGINE COMPARTMENT (for 2GR-FE LHD)



(Three-Dimensional Distance)

Symbol Name Hole dia.

mm (in.)

A, a

B, b

C, c

D, d

E, e

F, f

G, g

Roof panel corner

Hood hinge installation nut

Front door hinge installation nut

Front door hinge installation nut

Front body pillar assembly mark

Front body pillar assembly mark

Rocker panel assembly mark

—

M8 (0.31)

M8 (0.31)

M8 (0.31)

—

—

—

H, h

I, i

J, i

K, k

L, l

M, m

N, n

Q, q

Rocker panel assemby mark

Roof side rail assembly mark

Centre body pillar assembly mark

Centre body pillar assembly mark

Front door lock striker installation nut

Rear door hinge installation nut

Rear door hinge installation nut

Rocker panel assembly mark

—

—

—

—

M8 (0.31)

M8 (0.31)

M8 (0.31)

—

HINT: For symbols, capital letters indicate right side of vehicle, small
letters indicate left side of vehicle (seen from rear).

Vehicle Dimensions

E-e F-f G-g H-h I-i J-j K-k

1,345 1,493 1,491 1,491 1,176 1,288 1,491
(52.95) (58.78) (58.70) (58.70) (46.30) (50.71) (58.70)

909
(35.79)

D-L E-f E-h E-j F-j F-k G-q H-i J-k
or or or or or or or or or
d-l e-F e-H e-J f-J f-K g-Q h-I j-K

1,165 1,579 1,640 1,520 1,881 1,720 1,795 1,663 1,579
(45.87) (62.17) (64.57) (59.84) (74.06) (67.72) (70.67) (65.47) (62.17)

1,532
(60.31)

1,604
(63.15)

1,139
(44.84)

761
(29.96) 1,005

(39.57)

856
(33.70)

826
(32.52)

1,272
(50.08)

855
(33.66) 1,116

(43.94)

1,141
(44.92)

1,191
(46.89)

BODY DIMENSIONS DI-7

BODY OPENING AREAS (Side View: Front)



BODY DIMENSIONS

(Three-Dimensional Distance)

Symbol Name Hole dia.

mm (in.)

A, a

B, b

C, c

D, d

E, e

F, f

Front bumper reinforcement installation nut

Front crossmember standard hole

Front side member standard hole

Front suspension member installation nut-front

Front suspension member installation nut-rear

Torque box front standard hole

M10 (0.39)

ø18 (0.71)

ø18 (0.71)

M16 (0.63)

M16 (0.63)

ø25 (0.98)

G, g

H, h

I, i

J, j

K, k

L, l

M, m

Front side member standard hole

Front floor under reinforcement standard hole

Strut bar installation hole-inner

Rear floor side member standard hole

Rear suspension member installation nut

Rear floor side member standard hole

Rear floor side member standard hole

ø18 (0.71)

ø15 (0.59)

ø12 (0.47)

ø18 (0.71)

M12 (0.47)

ø18 (0.71)

ø18 (0.71)

Front

1,180
(46.46)

922
(36.30)

803
(31.61)

309
(12.17)

1,526
(60.08)

1,135
(44.69)

1,464
(57.64)

912
(35.91)

656
(25.83)

1,224
(48.19)

734
(28.90)

430
(16.93)

1,024
(40.31)

410
(16.14)

715
(28.15)

588
(23.15)

1,203
(47.36)

1,072
(42.20)1,190

(46.85)

567
(22.32)

A, a
316

(12.44)

B, b
94

(3.70)

C, c
290

(11.42)

D, d
180

(7.09)

E, e
120

(4.72)

F, f
63

(2.48)

G, g
29

(1.14)

H, h
31

(1.22)

I, i
125

(4.92)

J, j
159

(6.26)

K, k
272

(10.71)

l
285

(11.22)

L
284

(11.18)

M, m
259

(10.20)

Imaginary
Standard
Line

RH

LH

1 2 3

1,103
(43.43)

843
(33.19)

1,144
(45.04)679

(26.73)

1,037
(40.83)

658
(25.91)

936
(36.85)

1,203
(47.36)

1,093
(43.03)

1,170
(46.06)

1,005
(39.57)

322
(12.68)

1,131
(44.53)

1,001
(39.41)

1,088
(42.83)

1,007
(39.65)

1,000
(39.37)

1,228
(48.35)

F-G F-g
F-f or or

f-g f-G

1,100 158 1,027
(43.31) (6.22) (40.43)

1 2 3

100 100 98
(3.94) (3.94) (3.86)

HINT:
1) For symbols, capital letters indicate right side of vehicle, small

letters indicate left side of vehicle (seen from rear).
2) Point L,l, M,m on the vehicle are asymmetrical.

DI-10

UNDER BODY



(Three-Dimensional Distance)

Symbol Name Hole dia.

mm (in.)

A, a

B, b

Front bumper cover installation bolt

Headlight installation bolt

—

—

C, c

D, d

E, e

Front fender installation bolt

Front fender installation bolt

Front fender installation bolt

—

—

—

387
(15.24)

B-E C-E
or or
b-e c-e

524 476
(20.63) (18.74)

Vehicle Dimensions

1,582
(62.28)

633
(24.92)

1,463
(57.60)

1,467
(57.76)

1,328
(52.28)

1,552
(61.10)

1,562
(61.50)

1,520
(59.84)

1,216
(47.87)

887
(34.92)

1,448
(57.01)

1,536
(60.47)

1,595
(62.80)

237
(9.33)

848
(33.39) 240

(9.45)

422
(16.61)

HINT:
1) For symbols, capital letters indicate right side of vehicle, small

letters indicate left side of vehicle (seen from rear).
2) These values are actual measurements made on model. Use these reference values.
3) Measure point with the front fender to cowl side seal and cool air intake duct seal removed.

1,203
(47.36)

BODY DIMENSIONSDI-14

REFERENCE VALUE
ENGINE COMPARTMENT (for 2AZ-FE)



(Three-Dimensional Distance)

Symbol Name Hole dia.

mm (in.)

A, a

B, b

Front crossmember reinforcement No.2 standard hole

Front suspension member installation bolt

ø10 (0.39)

—

C, c

D, d

—

Front suspension member installation bolt

Front side member standard hole

—

—

ø18 (0.71)

—

1,205
(47.44)

679
(26.73)

274
(10.79)

1,007
(39.65)

871
(34.29)

1,498
(58.98)

802
(31.57)

1,002
(39.45)

1,425
(56.10) 1,268

(49.92)

1,044
(41.10)

658
(25.91)

936
(36.85)

HINT:
1) For symbols, capital letters indicate right side of vehicle, small

letters indicate left side of vehicle (seen from rear).
2) These values are actual measurements made on model. Use these reference values.
3) Measure point with the engine under cover removed.

1,143
(45.00)

BODY DIMENSIONSDI-16

UNDER BODY
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